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TYPICAL FAIR-PLAY 
INSTALLATIONS 

University of Alabama 
Arizona State College 
University of Arkansas 
University of Southern 
California 

University of Colorado 
University of Delaware 
Florida State University 
University of Indiana 
State University of Iowa 
University of Kansas 
University of Kentucky 
Louisiana State University 
U. S. Military Academy 
U. S. Naval Academy 
University of Massachusetts 
Michigan State University 
University of Minnesota 
University of Mississippi 
University of Missouri 
University of Nebraska 
University of New Mexico 
University of North Carolina 
North Carolina State 
University of North Dakota 
Ohio University 
University of Oklahoma 
Oklahoma A & M College 
University of Oregon 
Oregon State College 
University of Pennsylvania 
University of South Dakota 
South Dakota State 
University of Utah 
University of Wisconsin 
University of Wyoming 
Cornell University 
Yale University 
University of Denver 
Bradley University 
Drake University 
Wichita University 
Tulane University 
Tufts University 
Wayne State University 
St. Louis University 
Creighton University 
University of Omaha 
Seton Hall 

Wake Forest College 
Miami University 
University of Toledo 
Dayton University 
University of Tulsa 
Brown University 
Clemson College 
Brigham Young University 
Rose Bowl Stadium 
Orange Bowl Stadium 
Gator Bowl Stadium 

AUDITORIUMS AND 
ARENAS 

Los Angeles Coliseum 
Kansas City Municipal 
Auditorium 

Kiel Auditorium, St. Louis 
Oklahoma City Auditorium 
Dallas Memorial Auditorium 
Spokane Coliseum 
Richmond, Va., Arena 
Los Angeles Arena 
Louisiana State Fair 



MINUTES 


SEC0ND5 


HOME 


Clecbuc 

SCOREBOARDS 


MODEL FF-1S (above) is the favorite of high schools 
from Maine to California. Details on Page 2 inside. 


Whatever the sport—Basketball, Football, Soccer, Hockey, Swim¬ 
ming, Wrestling, Track, Gymnastics—if timing and scoring are impor¬ 
tant, Fair-Play has an electric scoreboard for the job. 

More than a quarter century of experience—and a top-flight 
engineering staff teamed with men who know spectator sports from 
coaching through administration—stand back of Fair-Play score- 
boards. 

Call on Fair-Play’s Engineering Department for assistance in 
either custom or standard installations. No obligation, of course. 

More schools choose Fair-Play 
electric scoreboards! 


FAIR-PLAY SCOREBOARD CO. 
PHONE: AM 2-8261 • Box 359 • Des Moines 2, Iowa 







FAIR-PLAY FF 
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Scoreboard is controlled by portable, single-piece pressed 
aluminum control panel with baked enamel finish. Panel 
is 24"x7"x2". Dual control may be used for one cross¬ 
court game and additional single control is required for 
operation of other game. Standard cord length is 10 feet, 
special lengths when specified. 


This is a V-shaped two- 
unit scoreboard with each 
face set at 45 degrees with 
opposite face. Designed for 
end-of-court suspension or be¬ 
tween stage and court. 

Scoreboard is 5 feet long, 

3 feet wide at top; weighs 
150 pounds. General specifications are same as single 
unit. Board may be attached to ceiling beams or suspended 
for raising and lowering by steel cables. 


For use where seating is on 
two sides and one end, this 
is an arrangement of two 
FF-1S boards set at 45- 
degree angles with the wall. 
Length against wall is T 9" 
and distance from front to 
wall is slightly over 3 feet. 
Brackets are included for 
wall mounting. 


A typical installation has one FF-1S scoreboard at 
each end of the court at the right of each basket, with 
a dual control panel at the officials’ table. (Up to four 
boards may be controlled from one panel.) 

With this type of installation, boards may be used 
separately for cross-court games by providing an extra 
single control panel and control receptacle. 

Fully-enclosed cabinet with non-glare baked enamel 
finish available in choice of colors: gray, red, green, blue 
and black, with white lettering. Special colors when 
specified. 

Other arrangements of the FF-1S scoreboard are 
shown at left below. A 4-sided scoreboard is shown on 
Page 4. 


Suggested Architect's Specifications 

CABINET: Constructed of aluminum alloy with fully en¬ 
closed back. Scoreboard may be mounted against wall, 
since all service is from the front. The scoreboard never 
has to be lowered for service. 

Scoreboard has 12" numerals and is 5' long x 4' high x 
6'/ 2 " deep; weighs 100 lbs. 

Panels denoting MINUTES, SECONDS, HOME and 
VISITORS to be plastic, lighted from the rear, painted 
black except for letters. To have brackets for hanging, 
eyebolts for suspension. 

CLOCK: Time remaining to play to be shown by four 
numeral blocks; each block to have 25 No. 57 low-voltage 
automotive lights with bayonet type base. Numerals 12" 
high on red plastic. Mechanism designed so that clock 
shall read 0:00. After one second of operation a 20 minute 
clock shall read 19:59, and time to automatically diminish 
by seconds. Clock shall be quickly set from control for 
any minute of play within the limits of the movement. 
The impulse mechanism shall be in desk control unit for 
ease of service. The Clock Pak including stepping relays 
to be housed in metal box in main cabinet, and shall be 
removable by unplugging for ease of service or use in 
other scoreboards. 

SCORE UNIT: Numeral blocks to be same as used in clock. 
Stepping relays for score units in main cabinet to be con¬ 
tained in cans which shall be removable by unplugging. 

PERIOD: To be indicated by four lights behind 3" lenses of 
varied colors with word PERIOD beneath. 

CONTROL: Control to be single-piece pressed metal suit¬ 
able for one or two operators. Score and period to have 
push-button progressive control. Toggle switch for clock 
control and toggle switch for selective automatic horn. 
Control shall have ten feet of flexible cable with plug 
attached, unless otherwise specified. 

HORN: Loud 110-bolt buzzer-type vibratory horn installed 
on scoreboard to sound automatically at end of period, 
or at will by push button. Outlet for optional horn or 
lights shall be provided on control. 

CURRENT: 115V, 5 amp., 60 cycle; 50 or 25 on request. 
Where two or more scoreboards are synchronized, it is 
recommended that they be connected to the same power 
source. 

MULTIPLE INSTALLATIONS: Two or more scoreboards to op¬ 
erate simultaneously from same set of switches on control. 
Two selector switches are provided on the control for inde¬ 
pendent operation of either (or any) scoreboard for cor¬ 
rection or for cross-court games. An additional single 
control panel is required for operation of remaining 
scoreboard. 
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FAIR-PLAY 




Single and Synchronized Pair 
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A Conduit cable outlet—2 x 4 outlet box. 1 %" 
conduit. 


C Wall Box—6" x 6" x 2 */ 8 " minimum size. 


B Floor outlet—Lew No. 6261 with 6203 cover. D Polarized plugs. 115v, 50 or 60 cycle, 5 amps 
Use one for each scoreboard. (Wall box pre- on each. (Provide Hubbell 5262 receptacle.) 

ferred.) 

E Multi-pin plug and receptacle combination fur¬ 
nished with scoreboard. 
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players 

37 BROWN 
>8 JOHNSON 
3J WEST 

10 SWIFT 

39 MEYERS 
2| WATERS 

17 YOUNG 

10 BAKER 

11 DOYLE 

12 KENT 

14 LOGAN 


MINUTES 


SECONDS [FOULS 
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HOME visitor 


PLAYERS 
33 JONES 
23 BURNS; 
13 SMITH/ 
22 JACKSON 
27 IRWIN 
38 WILLIAMS 
21 RODGERS 

11 ± 
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DE LUXE BASKETBALL SCOREBOARD 
FF-1S-PF 

The newest type of basketball scoreboard pre¬ 
senting the team lineups, fouls charged, next game 
data, as well as the standard information shown 
on the FF-1S scoreboard. 

Overall dimensions of complete unit: 6' high, 
12' 4" wide, 6Vi" deep. The assembled unit may be 
bolted to wall, suspended or mounted on brackets. 
Weighs 250 lbs. The lowering system for the lineup 
panels is included. 

Write for complete specifications. 


FOULS PLAYER FOULS 

•* * * 

•• •••: : 

» •••* 


TEAM FOUL total is shown by big 9" 
numerals placed below the Home and Visitor 
panels. Fast push button control to change 
numbers. PLAYER PERSONAL FOUL 
shown by 9" numerals located between the 
team foul numerals with the word PLAYER 
above. When the foul is called the number 
of personal fouls on the player is posted 
by quick telephone dial control. CONTROL 
PANEL a single small control panel oper¬ 
ates both team and player foul numerals. 
Simple quick operation. 

The INDICATOR may be attached to either 
9" or 12" FF-1S scoreboards. The FOUL 
INDICATOR may be installed as a separate 
unit. Brackets for mounting furnished. 
Order cable and connectors. 


FAIR-PLAY SCOREBOARD COMPANY 
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Fair-Play models for the large gymnasium, fieldhouse or arena 



4-SIDED SCOREBOARD 
FF-4S 

This popular model assures perfect visibility regard¬ 
less of the seating arrangement. Available with 9", 12" 
or 18" numerals; sides are slanted for easy reading by 
players as well as spectators. 

The 9" numeral FF-4S is 5' 10" square at the top, 
3' 4" square at the bottom and 3' 9" high. Eyebolts are 
attached for suspension. Weighs 400 pounds. 

Complete specifications and installation drawings fur¬ 
nished upon request. 


FH-55 

Basketball scoreboard with 12" 
numerals, time-out indicator. All¬ 
aluminum alloy cabinet, 11' long, 3' 
high, 7" deep. Weighs 165 pounds. 
Suitable for balcony or wall instal¬ 
lation. 



EAST TEXAS 




’ # ’ - 

•••• 

G 


#T 



- ?•#■' 

vfr 

:"•** V 

Of 

• -it >* 

flp • 

• ••• 


• •••• mhm • 

• • • • • • • 

» 1 " » • • » * • 

• • » • • • 

•s • . • • •••• 

• I ' • * • • • 

• • • 


^ TIME OUT 

I PERIOD 2 


VISITORS 


m 

ggg* 

mmmm 

m 

g 

t 

m 

• 

• 

% 

m 

# 

# 

% 

•G## 

• : 

* 

m 

* 

# 


* 

* 

m 


#*## 


FK-66 The newest and finest scoreboard made for large fieldhouses and sports arenas. It’s 18' long, 3' 6" high, 
10" deep; weighs 250 lbs. Numerals are 24" high. Two synchronized models recommended for four-sided seating. 
Send for complete information. 


Check these advantages of doing business with Fair-Play . . . 


ENGINEERING ASSISTANCE—If you have special 
scoreboard needs, Fair-Play’s Engineering Depart¬ 
ment will be glad to help. No obligation, of course. 
Installation drawings and complete specifications 
furnished on request. 

SIMPLIFIED INSTALLATION—Whether single or 
multiple installation, Fair-Play provides accurate, 
dependable timing and scoring without intricate 
or complicated electrical set ups. Installations 
completed quickly save money all along the line. 

UNCOMPLICATED SERVICING—A feature that 
makes Fair-Play the favorite with users. Anyone 
who can climb a ladder can maintain and service 
a Fair-Play scoreboard. Relay and Clock Pak units 
simply unplug from front of board for replace¬ 
ment. Exchange units immediately available from 


nearby branch representatives of air express from 
factory. 

TICKAWAY CLOCK—Flashes exact number of min¬ 
utes and seconds remaining to be played. Fast, 
accurate, dependable . . . and fascinating—impor¬ 
tant to coaches, players, officials, school boards 
and spectators. 

BUILT-IN SAFETY—Electrical equipment consistent 
with standards of National Electric Code. Cabi¬ 
nets are fully enclosed to avoid exposed wiring. 

MANUFACTURING REPUTATION—Experience and 
reputation built on 27 years’ service to the nation’s 
schools and colleges. Nation’s largest manufac¬ 
turer and the pioneer in developing electric score- 
boards. 


Write for name of your nearest representative. 


FAIR-PLAY SCOREBOARD CO. • BOX 359 • DES MOINES 2, IOWA • Phone: AM 2-8261 
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